— H M4 additional lamps

TECHNICAL DATA / FEATURES

dimensions:

light functions:
function markings:
reference mark:
source of light:
maximum power:
nominal voltage:
optics:

IP rating:
housing’s material:
housing’s colour:
lens’ material:

$80x96

fog light, driving
B, HR

- 12,5

H3

oW
12V-24V DC
standard
P66
plastic
black

glass

lens’ colour: clear, blue
mounting: 4 bolts
built-in connectors: AMP Faston 250
other (optional): blister pack

ADDITIONAL INFORMATION DIMENSIONS

Mounting: factory prepared places, built-in to vehicle’s recess.
Itis possible to install needed connectors on wire (on request).

Connector on the cable Connectors

Useful parts while installing:
deutsch plug DT06-2S 2-pin - cat. No. A.07135 &
AMP SuperSeal 1,5 plug 2-pin - cat. No. A.07137 , \
AMP Faston 250 plug 2-pin - cat. No. A.07138
Dedicated application: A + + +
A-Lublin 3Mi light trucks (2005-07) Deutsch DT AMP Faston 250 AMP Faston 250 Deutsch DT Hermetic
2-pin cap 2-pin cap 2-pin cap 2-pin cap cableinlet

Light beam pattern
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Illumination of 1 lux is sufficient light to read a newspaper
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