— RGC1 headiamps o WESEM..

TECHNICAL DATA / FEATURES

dimensions: ¢144/135x93
light functions: passing, driving, position
function markings: C/R-BS, A, HC/R
traffic: right-hand, left-hand

reference mark: 10,12.5

source of light: S2, T4W, H4
maximum power: 35/30W, 4W, 75/70W
nominal voltage: 6V-12V DC, 12V-24V DC
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optics: standard
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IPrating: -, 1P54 / .!‘!
housing’s material: metal
lens’ material: glass .,j"//
ens’ma : 7 4

built-in connectors: -

ADDITIONAL INFORMATION DIMENSIONS

Useful parts while installing: 0144 93
S2 bulb holder - cat. No. 148.006.06.05
position light bulb holder - cat. No. A.05921

Dedicated application:

A - Simson mopeds:
S50 N (1975-80), S50 B (1975-76), S50 B1 (1976-80),
S50 B2 (1976-80), S51 N (1980-87), S51 B1-3 (1980-88),
S51 B1-4 (1980-88), S51 B2-4 (1980-88), S51 C (1983-89),
S51 E (1982-88), S51 E/4 (1982-88)

B - Simson motorcycles:

2135
2135

S70 C (1983-88), ST0 E (1983-88), S70 E/2 (1985-88) RGC1.48300
C - Simson mopeds:
SR50 N (1986-88), SR50 B3 (1986-89), SR50 B4 (1986-89), 0144 87
SR50 C (1987-89), SR50 CE (1986-88), SR50 B (1987-90), — LA
SR50/1 B (1989-93), SR50/1 B3 (until 1992), SR50/1 B4 (until 1992), TP
SR50/1 C (1991-93), SR50/1 CE (1991-93) \\
D - Simson motorcycles: -
SR80/1 C (1991-93), SR80/1 CE (1991-93) 1] 5 2 8
E - tractors Ford serie 10: =
2310, 2610, 2810, 2910, 3610, 4110, 4610, 5110, 5610, 6410,
6610,6710, 7410, 7610, 7710, 7810 N \M_,
F - tractors:
Fendt Farmer Vario: 409, 410, 411, 414, 415 RGCL48320 RGC148330
Fendt FavoritVario: 711,712, 714,716, 718,815,817, 818, 820
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